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All- in-One HDMI Board

In  order to opt imize development costs and “T ime 

to Market”  per iod,  Everv is ion has developed the 

ser ia l  audio v ideo inter face Al l - in-One Display 

product l ine.  This l ine is  ava i lab le for  s izes of  4.3”, 

5”,  7”,  8”,  9” and 10.1” wi th opt ion for  IPCT 

Touchpanel  wi th USB Inter face. 

The modules coming with connector for  min i 

ser ia l  audio v ideo inter face,  min i  USB and 

DC Connector.  The integrated backl ight 

dr iver  can be dimmed by PWM input s ignal .

 

Bar Type TFT Display

EVERVISION has enlarged i ts  d isplay port fo l io by three 

new Bar-Type TFT Displays wi th s izes of  8.8”,  10.25” 

and 12.3”.  The displays coming with HFFS Ult ra W ide 

V iew Technology and 85°/85°/ 85°/ 85° v iewing angles. 

The operat ing temperature ranges f rom - 30°C to 

+ 85°C (wi thout Touch) . 

As opt ion the d isplay can come ex factory wi th pro jected 

capaci t ive touch panel  ( IPCT) and LVDS or ser ia l  audio 

v ideo inter face inter face boards.  The LVDS board in-

c ludes the LED backl ight  dr iver  wi th PWM dim funct ion.

Low Reflect ive Fi lm

EVERVISION introduces the Low Ref lect ive F i lm (LRF )  technology 

that  upgrade’s the opt ica l  per formance of  a l l  standard TFT dis-

plays up to s ize of  8.0“ in the EVERVISION’s port fo l io. 

This technology min imizes ref lect ions at  day l ight  condi t ion be-

tween the TFT display sur face and the capaci t ive touch panel .  

S ince th is wi l l  be achieved by us ing f i lms, the LRF technology 

stands for  a good cost effect ive compromise between standard 

tape bonding and expensive ly opt ica l  bonding. 

Applicat ion 
examples

LRF

LRF

EVERVISION ELECTRONICS LTD.,  founded in 

1998, is  a specia l ized manufacturer  for  TFT 

modules and pro jected capaci t ive touch pan-

els,  which we cal l  IPCT.

 

Moreover we are developing and manufactur ing 

inter face dr ive boards and e lectronic c i rcu i ts 

around the d isplay product according to cus-

tomer requirements.  

The TFT port fo l io covers s izes f rom 3.5” to 

15.6”,  as for  the IPCT 3.5” to 17.0”. 

Furthermore EVERVISION has 20 years strong 

expert ise avai lable for  customized Mono LCD 

and LCM business,  which inc ludes technolo-

gies l ike TN, HTN, STN, FSTN, FFSTN, ASTN 

and VA (  Vert ica l  A l ignment )  technology.

Our Kunshan factory in main land China stands for  f lex ib le 

product ion capaci t ies and processes,  to fu l f i l l  the needs 

and quant i t ies for  profess ional  appl icat ions.  500 h ighly 

sk i l led employees work ing at  three locat ions in Taiwan 

and Main land China.  

In 2006, EVERVISION establ ished the German branch off ice 

and warehouse, and setup a network of  pan-European dis-

t r ibutors,  offer ing local  support  and logist ic serv ice.

Everv is ion holds the fo l lowing cert i f icat ions:

TFT Module and IPCT Touchpanel :

ISO9001, ISO14001

         

Mono LCD and LCM:

ISO9001, ISO14001, IATF16949

Company Prof i le
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7.0“ IPCT + Cover Glass

EVERVISION Modular TFT Concept – Sizes and Features

Larger TFT sizes on request
-  not available     ● Feature available     ○ Feature available with NRE costs      *1 AAS ( Azimuthal Anchoring Switch ) technology provides viewing angles of 85° / 85° / 85° / 85°      *2 HFFS ( High performance Field Fringe Switching ) technology provides viewing angles of 85° / 85° / 85° / 85°      *3 IPS ( In-Plane Switching ) technology provides viewing angles of 80° / 80° / 80° / 80°    

EVERVISION Modular TFT Concept – Your request is our standard

EVERVISION prov ides a wide range of  mid and larger 

s ize TFT modules,  because of  the capabi l i t ies in cus-

tomized LCM business,  EVERVISION offer ’s the unique 

modular  TFT concept,  which a l lows the user to se lect 

h is ta i lored TFT module.  

 

S ince EVERVISION keeps the tools on the raw mater i -

a ls in most cases,  the min imum order quant i ty  of  300-

500 pcs can be offered which makes i t  su i table even 

for  smal l  and medium volume projects in the indus-

tr ia l ,  medical  or  other profess ional  market segments. 

Moreover a long product l i fet ime can be achieved by 

th is strategy.

Solut ions for  day l ight  appl icat ion,  long l i fe  LED 

backl ight  requi rements and specia l  touch panel 

technologies can be offered with focus on best 

cost /  per formance rat io. 

 

Besides the standard solut ions,  EVERVISION offers 

semi-customized TFT solut ions to meet specia l 

mechanica l  or  inter face requirements,  or  to rea l ize 

replacements of  d iscont inued TFT modules other 

manufacturer.  Depending on requirements for  cus-

tomizat ion,  min imum order quant i ty  is  300pcs to 

1kpcs per sh ipping lot  at  reasonable tool ing costs.

*4 Interface connector HIROSE DF19K-20P-1H      *5 Interface connector HIROSE DF19G-30P-1H      *6 Interface connector FAE-FI-RE51D-HF      *7 All-in-One serial audio video interface Board 

IPCT – Sizes and Features

Size inch Partnumber 
Outline Dimensions

(WxHxT) cm
Viewing Area 

cm
Active Area 

cm
Interface Remark

3.5 VIM03504-INB 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C rectangle FPC

3.5 VIM03505-INA 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C straight FPC

4.3 VIM04300-INB 104,90 x 66,70 x 1,55 99,70 x 57,76 95,95 x 54,80 I²C

5.0 VIM05000-INB 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 I²C

5.0 VIM05000-UNA 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 USB

5.7 VIM05702-INA 130,50 x 101,70 x 1,55 119,30 x 90,50 116,15 x 87,40 I²C

5.7 VIM05701-INA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 I²C

5.7 VIM05701-UNA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 USB

6.5 VIM06501-INA 155,20 x 89,40 x 1,55 146,20 x 79,50 144,43 x 77,70 I²C

7.0 VIM07006-INA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 I²C

7.0 VIM07006-UNA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 USB

7.0 VIM07007-INA 160,50 x 106,50 x 1,55 151,76 x 95,60 150,75 x 94,60 I²C

7.0 VIM07008-INA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07008-UNA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07009-INA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07009-UNA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07010-INA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07010-UNA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

8.0 VIM08003-INA 182,60 x 140,60 x 1,55 165,80 x 125,30 163,00 x 122,50 I²C 4:3 aspect

8.0 VIM08002-INA 192,40 x 116,50 x 1,55 181,10 x 104,40 177,47 x 100,36 I²C wide format

8.4 VIM08401-INA 184,50 x 147,55 x 1,55 173,50 x 131,40 171,34 x 128,80 I²C

8.8 VIM08801-INA 228,54 x 96,49 x 1,40 213,48 x 82,68 210,48 x 79,48 I²C stretch format

9.0 VIM09001-INA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 I²C

9.0 VIM09001-UNA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 USB

10.1 VIM10101-INA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 I²C

10.1 VIM10101-UNA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 USB

10.2 VIM10201-INA 234,50 x 145,30 x 1,55 225,30 x 135,70 223,06 x 133,47 I²C

10.25 VIM10300-INA 264,70 x 109,30 x 1,40 247,84 x 95,44 244,89 x 109,30 I²C stretch format

10.4 VIM10401-INA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 I²C

10.4 VIM10401-UNA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 USB

12.1 VIM12103-UNA 260,00 x 206,36 x 2,70 250,00 x 188,50 246,77 x 185,32 USB

12.1 VIM12105-UNA 277,50 x 183,50 x 2,70 265,12 x 167,20 262,25 x 164,20 USB

12.3 VIM12300-INA 307,40 x 129,50 x 2,70 296,03 x 113,51 292,97 x 110,51 I²C stretch format

15.0 VIM15005-UNA 325,50 x 252,50 x 2,70 308,40 x 232,30 305,23 x 229,00 USB

15.6 VIM15600-UNA 362,80 x 214,92 x 2,20 348,17 x 197,84 345,07 x 194,54 USB

17.0 VIM17002-UNA 357,50 x 295,50 x 2,20 342,35 x 275,00 338,85 x 271,34 USB

IPCT – Improved Projected Capacit ive Touchpanel

IPCT – Evaluat ion Tool

In  order to at tach a Cover Glass to the IPCT, the 

touch contro l ler  parameters need to get adjust-

ed. Also for  the use of  g loves,  by the new IPCT 

Evaluat ion Tool  the user now can def ine the ideal 

sett ings by onesel f  d i rect ly  f rom the notebook. 

Adjusted can be 12 parameters.

For mass product ion,  the new parameters can be 

t ransmit ted to your EVERVISION representat ive, 

so that  the IPCT comes f rom the factory a l ready 

programmed with the new adjustments.

All IPCT‘s coming with 10 touchpoint function and Chip-On-Flex structure

The IPCT l ine has found a h igh acceptance in the mar-

ket for  profess ional  appl icat ions,because i t  combines:

• the use of  wel l  ava i lab le ITO glass 

 instead of  cr i t ica l  ITO f i lm as sensor

• large vert ica l  range of  manufacture

• h igh y ie ld rate in product ion

• 300 pcs min imum order quant i ty

• customizat ion welcome 

The IPCT out l ines are compat ib le to res ist ive touch 

panel  so that  upgrades can be rea l ized without 

housing changes.

This technology a l lows to at tach a customized 

Cover Glass  to the IPCT. Glass th icknesses up 

to 8.0 mm are possib le and can be cost-effect ive 

bonded by tape or for  best per formance by 

Optical  Bonding . 

Sunl ight Readable TFT Display

Everv is ion has developed di fferent d isplays wi th except ional  br ight-

ness up to 1800  cd/m²,  which enables splendid screen display even 

under sunl ight .

The long-term avai labi l i ty  and long l i fe  LED backl ights (up to 60khrs 

backl ight  l i fet ime typ. )  meet ing the requirements for  industr ia l  ap-

pl icat ions.  By us ing Ul t ra W ide V iew (UWV) or  IPS technology with 

extremely wide v iewing angles of  85°/85°/85°/85° into a l l  d i rect ions, 

the f lex ib le insta l lat ion without color  invers ion is  possib le.

Size 
inch

Number 
of Dots

Serie Name
Outline Dimensions
Basic Type without 

Touchpanel (WxHxT) cm

Techno- 
logy

Touch Panel Option Brightness Types ( nits / typ. ) / LED lifetime @ 25°
LED

Driver

DCDC Special Polarizers Interface Operation Temp.

4 wire res. IPCT Standard High Brightness Ultra High Brightness Converter
Ultra Wide 

Viewing 
AR / LRF Transmissive 

Micro Reflective SSD1963 TTL RGB LVDS serial audio video 
interface eDP/MIPI -20 +70° -30 +85°

3.5 320 x 240 VGG322425 76,90 x 63,90 x 3,30 TN ● ● 350 / 10khrs 800 / 30khrs 1200 / 60khrs ○ ● ● ● ● ○ ● - - - ● ●

3.5 320 x 240 VGG322441 76,90 x 63,90 x 3,30 IPS *3 ● ● - 780 / 50khrs - ○ ● - - - ○ ● - - - ● -

4.3 480 x 272 VGG482709 105,50 x 67,20 x 3,10 TN ● ● - 650 / 60khrs 1200 / 60khrs ○ ● ● ● ● ● ● - - - ● ●

4.3 480 x 272 VGG482710 105,50 x 67,20 x 3,95 TN ● ● 500 / 10khrs - - - ● ● ● - - ● - - - ● -

4,3 800 x 480 VGG804830 105,50 x 67,20 x 3,10 IPS *3 ● ● - 810 / 60khrs - - - - - - - ● - - - ● -

4,3 800 x 480 VGG804830 125,50 x 67,20 x 8,15 IPS *3 ● ● - 810 / 60khrs - ● / - ● - - - - - ● *5 ● *7 ○ ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 3,40 TN ● ● 510 / 30khrs - - - ● ● ● ● ● ● - - ● ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 6,46 TN ● ● 510 / 30khrs - - ● / - ● ● ● ● - - ● *5 ● - ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 3,40 TN ● ● 500 / 60khrs - 1200 / 60khrs ○ ● ● ● ● ○ ● - - ● ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 6,46 TN ● ● 500 / 60khrs - 1200 / 60khrs  ● / - ● ● ● ● - - ● *5 ● *7 - ● -

5.7 320 x 240 VGG322404 167,00 x 109,00 x 8,90 TN ● ○ 350 / 40khrs - - ○ ● ● ● - ○ ● - - - ● -

5.7 320 x 240 VGG322426 144,00 x 104,60 x 13,00 TN ● ● 380 / 40khrs 700 / 50khrs 1200 / 50khrs ● ● ● ● - ● ● - - - ● -

5.7 640 x 480 VGG644804 144,00 x 104,60 x 13,00 TN ● ● 450 / 50khrs 900 / 50khrs 1800 / 60khrs ● ● ● ● - ○ ● ● *4 ● ● ● ●

6.5 800 x 480 VGG804811 155,20 x 89,40 x 5,50 TN ○ ● 500 / 20khrs - - ○ ○ - - - - ● - ○ ○ - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 5,70 TN ○ ● 400 / 20khrs - -  -  -  - ●  - - ● - - - - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 8,96 TN ● ● 400 / 20khrs - - ● ● - ● - ○ ● ● *5 ● *7 ● - ●

7.0 800 x 480 VGG804806 166,60 x 109,40 x 10,00 TN ● ● 500 / 40khrs 1000 / 50khrs 1750 / 50khrs ● ● ● ● - - ● ● *4 ● ● ● ●

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 3,50 TN ● ● 500 / 50khrs 1000 / 50khrs - - - - ● - - - ● FFC - - ● -

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 8,06 TN ○ ● 500 / 50khrs 1000 / 50khrs - ● / - ● - ● - - - ● *5 ● *7 ● ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 5,05 IPS ○ ● 500 / 50khrs - 1400 / 50khrs - - - ● - - - ● FFC - - ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 9,61 IPS ○ ● 500 / 50khrs - 1400 / 50khrs ● / - ● - ● - - - ● *5 ● ● ● -

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 6,40 TN ● ● 450 / 20khrs 1000 / 50khrs - - - - ● - - ● - - - - -30+85°

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 9,46 TN ● ● 450 / 20khrs 1000 / 50khrs - ● / - ● - ● - - ● ● *5 ● *7 ● - -30+85°

8.0 800 x 600 VGG806003 183,00 x 141,00 x 5,60 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

8.4 800 x 600 VGG806004 199,50 x 149,00 x 9,75 TN ○ ● 600 / 50khrs - - ● ● - - - - - ● ● ● ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 6,20 HFFS *2 ○ ● 500 / 30khrs - - - - - - - - - ● FFC - - ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 10,50 HFFS *2 ○ ● 500 / 30khrs - - ● / - ● - - - - - ● FFC ● ● ● -

9.0 800 x 480 VGG804809 211,10 x 126,50 x 5,90 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 4,50 TN ○ ● 500 / 20khrs - - - - - - - - - ● FFC - - ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 9,06 TN ○ ● 500 / 20khrs - - ● / - ● - - - - - ● *5 ● ● ● -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 2,50 AAS *1 ○ ● 550 / 60khrs - - - - - - - - - ● FFC - - -10 +60° -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 5,80 AAS *1 ○ ● 550 / 60khrs - - ● / - ● - - - - - ● *5 ● *7 ● -10 +60° -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 4,80 IPS ○ ● 500 / 20khrs - 1200 / 50khrs - - - - - - - ● FFC - - ● -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 9,06 IPS ○ ● 500 / 20khrs - 1200 / 50khrs ● / - ● - - - - - ● FFC ● ● ● -

10.2 800 x 480 VGG804813 235,00 x 145,80 x 5,90 TN ● ● 350 / 20khrs - - ○ ○ - - - ○ ● ○ ○ ○ - -30 +85°

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 7,00 HFFS *2 ○ ● - 800 / 30khrs - - - - - - - - ● FFC - - ● -

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 11,50 HFFS *2 ○ ● - 800 / 30khrs - ● / - ● - - - - - ● FFC ● ● ● -

10.4 1024 x 768 VGG107603 238,60 x 175,80 x 7,50 MVA ○ ● 350 / 30khrs - - ● ● - - - - - ● ● ● ● -

12.1 1280 x 800 VGG128005 278,00 x 184,00 x 10,86 MVA ○ ● 350 / 50khrs - - ● ● - - - - - ● ● ● -10 +70° -

12.1 1024 x 768 VGG107606 279,00 x 209,00 x 12,00 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● ● -

12.3 1920 x 720 VGG197201 307,90 x 130,27 x 15,35 HFFS *2 ○ ● - 800 / 50khrs - ● / - ● / - - - - - - ● *6 ● / - ● / - - -30 +85°

15.0 1024 x 768 VGG107607 326,50 x 253,50 x 11,80 MVA ○ ● 440 / 70khrs - - ● ● - - - - - ● ● ● - ●

15.6 1366 x 768 VGG137601 363,80 x 215,98 x 12,65 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● -10 +60° -



7.0“ IPCT + Cover Glass

EVERVISION Modular TFT Concept – Sizes and Features

Size 
inch

Number 
of Dots

Serie Name
Outline Dimensions
Basic Type without 

Touchpanel (WxHxT) cm

Techno- 
logy

Touch Panel Option Brightness Types ( nits / typ. ) / LED lifetime @ 25°
LED

Driver

DCDC Special Polarizers Interface Operation Temp.

4 wire res. IPCT Standard High Brightness Ultra High Brightness Converter
Ultra Wide 

Viewing 
AR / LRF Transmissive 

Micro Reflective SSD1963 TTL RGB LVDS serial audio video 
interface eDP/MIPI -20 +70° -30 +85°

3.5 320 x 240 VGG322425 76,90 x 63,90 x 3,30 TN ● ● 350 / 10khrs 800 / 30khrs 1200 / 60khrs ○ ● ● ● ● ○ ● - - - ● ●

3.5 320 x 240 VGG322441 76,90 x 63,90 x 3,30 IPS *3 ● ● - 780 / 50khrs - ○ ● - - - ○ ● - - - ● -

4.3 480 x 272 VGG482709 105,50 x 67,20 x 3,10 TN ● ● - 650 / 60khrs 1200 / 60khrs ○ ● ● ● ● ● ● - - - ● ●

4.3 480 x 272 VGG482710 105,50 x 67,20 x 3,95 TN ● ● 500 / 10khrs - - - ● ● ● - - ● - - - ● -

4,3 800 x 480 VGG804830 105,50 x 67,20 x 3,10 IPS *3 ● ● - 810 / 60khrs - - - - - - - ● - - - ● -

4,3 800 x 480 VGG804830 125,50 x 67,20 x 8,15 IPS *3 ● ● - 810 / 60khrs - ● / - ● - - - - - ● *5 ● *7 ○ ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 3,40 TN ● ● 510 / 30khrs - - - ● ● ● ● ● ● - - ● ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 6,46 TN ● ● 510 / 30khrs - - ● / - ● ● ● ● - - ● *5 ● - ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 3,40 TN ● ● 500 / 60khrs - 1200 / 60khrs ○ ● ● ● ● ○ ● - - ● ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 6,46 TN ● ● 500 / 60khrs - 1200 / 60khrs  ● / - ● ● ● ● - - ● *5 ● *7 - ● -

5.7 320 x 240 VGG322404 167,00 x 109,00 x 8,90 TN ● ○ 350 / 40khrs - - ○ ● ● ● - ○ ● - - - ● -

5.7 320 x 240 VGG322426 144,00 x 104,60 x 13,00 TN ● ● 380 / 40khrs 700 / 50khrs 1200 / 50khrs ● ● ● ● - ● ● - - - ● -

5.7 640 x 480 VGG644804 144,00 x 104,60 x 13,00 TN ● ● 450 / 50khrs 900 / 50khrs 1800 / 60khrs ● ● ● ● - ○ ● ● *4 ● ● ● ●

6.5 800 x 480 VGG804811 155,20 x 89,40 x 5,50 TN ○ ● 500 / 20khrs - - ○ ○ - - - - ● - ○ ○ - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 5,70 TN ○ ● 400 / 20khrs - -  -  -  - ●  - - ● - - - - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 8,96 TN ● ● 400 / 20khrs - - ● ● - ● - ○ ● ● *5 ● *7 ● - ●

7.0 800 x 480 VGG804806 166,60 x 109,40 x 10,00 TN ● ● 500 / 40khrs 1000 / 50khrs 1750 / 50khrs ● ● ● ● - - ● ● *4 ● ● ● ●

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 3,50 TN ● ● 500 / 50khrs 1000 / 50khrs - - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 8,06 TN ○ ● 500 / 50khrs 1000 / 50khrs - ● / - ● - ● - - - ● *5 ● *7 ● ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 5,05 IPS ○ ● 500 / 50khrs - 1400 / 50khrs - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 9,61 IPS ○ ● 500 / 50khrs - 1400 / 50khrs ● / - ● - ● - - - ● *5 ● ● ● -

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 6,40 TN ● ● 450 / 20khrs 1000 / 50khrs - - - - ● - - ● - - - - -30+85°

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 9,46 TN ● ● 450 / 20khrs 1000 / 50khrs - ● / - ● - ● - - ● ● *5 ● *7 ● - -30+85°

8.0 800 x 600 VGG806003 183,00 x 141,00 x 5,60 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

8.4 800 x 600 VGG806004 199,50 x 149,00 x 9,75 TN ○ ● 600 / 50khrs - - ● ● - - - - - ● ● ● ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 6,20 HFFS *2 ○ ● 500 / 30khrs - - - - - - - - - ● - - ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 10,50 HFFS *2 ○ ● 500 / 30khrs - - ● / - ● - - - - - ● ● ● ● -

9.0 800 x 480 VGG804809 211,10 x 126,50 x 5,90 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 4,50 TN ○ ● 500 / 20khrs - - - - - - - - - ● - - ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 9,06 TN ○ ● 500 / 20khrs - - ● / - ● - - - - - ● *5 ● ● ● -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 2,50 AAS *1 ○ ● 550 / 60khrs - - - - - - - - - ● - - -10 +60° -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 5,80 AAS *1 ○ ● 550 / 60khrs - - ● / - ● - - - - - ● *5 ● *7 ● -10 +60° -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 4,80 IPS ○ ● 500 / 20khrs - 1200 / 50khrs - - - - - - - ● - - ● -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 9,06 IPS ○ ● 500 / 20khrs - 1200 / 50khrs ● / - ● - - - - - ● ● ● ● -

10.2 800 x 480 VGG804813 235,00 x 145,80 x 5,90 TN ● ● 350 / 20khrs - - ○ ○ - - - ○ ● ○ ○ ○ - -30 +85°

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 7,00 HFFS *2 ○ ● - 800 / 30khrs - - - - - - - - ● - - ● -

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 11,50 HFFS *2 ○ ● - 800 / 30khrs - ● / - ● - - - - - ● ● ● ● -

10.4 1024 x 768 VGG107603 238,60 x 175,80 x 7,50 MVA ○ ● 350 / 30khrs - - ● ● - - - - - ● ● ● ● -

12.1 1280 x 800 VGG128005 278,00 x 184,00 x 10,86 MVA ○ ● 350 / 50khrs - - ● ● - - - - - ● ● ● -10 +70° -

12.1 1024 x 768 VGG107606 279,00 x 209,00 x 12,00 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● ● -

12.3 1920 x 720 VGG197201 307,90 x 130,27 x 15,35 HFFS *2 ○ ● - 800 / 50khrs - ● / - ● / - - - - - - ● *6 ● / - ● / - - -30 +85°

15.0 1024 x 768 VGG107607 326,50 x 253,50 x 11,80 MVA ○ ● 440 / 70khrs - - ● ● - - - - - ● ● ● - ●

15.6 1366 x 768 VGG137601 363,80 x 215,98 x 12,65 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● -10 +60° -

Larger TFT sizes on request
-  not available     ● Feature available     ○ Feature available with NRE costs      *1 AAS ( Azimuthal Anchoring Switch ) technology provides viewing angles of 85° / 85° / 85° / 85°      *2 HFFS ( High performance Field Fringe Switching ) technology provides viewing angles of 85° / 85° / 85° / 85°      *3 IPS ( In-Plane Switching ) technology provides viewing angles of 80° / 80° / 80° / 80°    

EVERVISION Modular TFT Concept – Your request is our standard

EVERVISION prov ides a wide range of  mid and larger 

s ize TFT modules,  because of  the capabi l i t ies in cus-

tomized LCM business,  EVERVISION offer ’s the unique 

modular  TFT concept,  which a l lows the user to se lect 

h is ta i lored TFT module.  

 

S ince EVERVISION keeps the tools on the raw mater i -

a ls in most cases,  the min imum order quant i ty  of  300-

500 pcs can be offered which makes i t  su i table even 

for  smal l  and medium volume projects in the indus-

tr ia l ,  medical  or  other profess ional  market segments. 

Moreover a long product l i fet ime can be achieved by 

th is strategy.

Solut ions for  day l ight  appl icat ion,  long l i fe  LED 

backl ight  requi rements and specia l  touch panel 

technologies can be offered with focus on best 

cost /  per formance rat io. 

 

Besides the standard solut ions,  EVERVISION offers 

semi-customized TFT solut ions to meet specia l 

mechanica l  or  inter face requirements,  or  to rea l ize 

replacements of  d iscont inued TFT modules other 

manufacturer.  Depending on requirements for  cus-

tomizat ion,  min imum order quant i ty  is  300pcs to 

1kpcs per sh ipping lot  at  reasonable tool ing costs.

*4 Interface connector HIROSE DF19K-20P-1H      *5 Interface connector HIROSE DF19G-30P-1H      *6 Interface connector FAE-FI-RE51D-HF      *7 All-in-One serial audio video interface Board 

IPCT – Sizes and Features

Size inch Partnumber 
Outline Dimensions

(WxHxT) cm
Viewing Area 

cm
Active Area 

cm
Interface Remark

3.5 VIM03504-INB 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C rectangle FPC

3.5 VIM03505-INA 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C straight FPC

4.3 VIM04300-INB 104,90 x 66,70 x 1,55 99,70 x 57,76 95,95 x 54,80 I²C

5.0 VIM05000-INB 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 I²C

5.0 VIM05000-UNA 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 USB

5.7 VIM05702-INA 130,50 x 101,70 x 1,55 119,30 x 90,50 116,15 x 87,40 I²C

5.7 VIM05701-INA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 I²C

5.7 VIM05701-UNA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 USB

6.5 VIM06501-INA 155,20 x 89,40 x 1,55 146,20 x 79,50 144,43 x 77,70 I²C

7.0 VIM07006-INA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 I²C

7.0 VIM07006-UNA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 USB

7.0 VIM07007-INA 160,50 x 106,50 x 1,55 151,76 x 95,60 150,75 x 94,60 I²C

7.0 VIM07008-INA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07008-UNA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07009-INA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07009-UNA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07010-INA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07010-UNA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

8.0 VIM08003-INA 182,60 x 140,60 x 1,55 165,80 x 125,30 163,00 x 122,50 I²C 4:3 aspect

8.0 VIM08002-INA 192,40 x 116,50 x 1,55 181,10 x 104,40 177,47 x 100,36 I²C wide format

8.4 VIM08401-INA 184,50 x 147,55 x 1,55 173,50 x 131,40 171,34 x 128,80 I²C

8.8 VIM08801-INA 228,54 x 96,49 x 1,40 213,48 x 82,68 210,48 x 79,48 I²C stretch format

9.0 VIM09001-INA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 I²C

9.0 VIM09001-UNA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 USB

10.1 VIM10101-INA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 I²C

10.1 VIM10101-UNA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 USB

10.2 VIM10201-INA 234,50 x 145,30 x 1,55 225,30 x 135,70 223,06 x 133,47 I²C

10.25 VIM10300-INA 264,70 x 109,30 x 1,40 247,84 x 95,44 244,89 x 109,30 I²C stretch format

10.4 VIM10401-INA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 I²C

10.4 VIM10401-UNA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 USB

12.1 VIM12103-UNA 260,00 x 206,36 x 2,70 250,00 x 188,50 246,77 x 185,32 USB

12.1 VIM12105-UNA 277,50 x 183,50 x 2,70 265,12 x 167,20 262,25 x 164,20 USB

12.3 VIM12300-INA 307,40 x 129,50 x 2,70 296,03 x 113,51 292,97 x 110,51 I²C stretch format

15.0 VIM15005-UNA 325,50 x 252,50 x 2,70 308,40 x 232,30 305,23 x 229,00 USB

15.6 VIM15600-UNA 362,80 x 214,92 x 2,20 348,17 x 197,84 345,07 x 194,54 USB

17.0 VIM17002-UNA 357,50 x 295,50 x 2,20 342,35 x 275,00 338,85 x 271,34 USB

IPCT – Improved Projected Capacit ive Touchpanel

IPCT – Evaluat ion Tool

In  order to at tach a Cover Glass to the IPCT, the 

touch contro l ler  parameters need to get adjust-

ed. Also for  the use of  g loves,  by the new IPCT 

Evaluat ion Tool  the user now can def ine the ideal 

sett ings by onesel f  d i rect ly  f rom the notebook. 

Adjusted can be 12 parameters.

For mass product ion,  the new parameters can be 

t ransmit ted to your EVERVISION representat ive, 

so that  the IPCT comes f rom the factory a l ready 

programmed with the new adjustments.

All IPCT‘s coming with 10 touchpoint function and Chip-On-Flex structure

The IPCT l ine has found a h igh acceptance in the mar-

ket for  profess ional  appl icat ions,because i t  combines:

• the use of  wel l  ava i lab le ITO glass 

 instead of  cr i t ica l  ITO f i lm as sensor

• large vert ica l  range of  manufacture

• h igh y ie ld rate in product ion

• 300 pcs min imum order quant i ty

• customizat ion welcome 

The IPCT out l ines are compat ib le to res ist ive touch 

panel  so that  upgrades can be rea l ized without 

housing changes.

This technology a l lows to at tach a customized 

Cover Glass  to the IPCT. Glass th icknesses up 

to 8.0 mm are possib le and can be cost-effect ive 

bonded by tape or for  best per formance by 

Optical  Bonding . 

Sunl ight Readable TFT Display

Everv is ion has developed di fferent d isplays wi th except ional  br ight-

ness up to 1800  cd/m²,  which enables splendid screen display even 

under sunl ight .

The long-term avai labi l i ty  and long l i fe  LED backl ights (up to 60khrs 

backl ight  l i fet ime typ. )  meet ing the requirements for  industr ia l  ap-

pl icat ions.  By us ing Ul t ra W ide V iew (UWV) or  IPS technology with 

extremely wide v iewing angles of  85°/85°/85°/85° into a l l  d i rect ions, 

the f lex ib le insta l lat ion without color  invers ion is  possib le.



7.0“ IPCT + Cover Glass

EVERVISION Modular TFT Concept – Sizes and Features

Size 
inch

Number 
of Dots

Serie Name
Outline Dimensions
Basic Type without 

Touchpanel (WxHxT) cm

Techno- 
logy

Touch Panel Option Brightness Types ( nits / typ. ) / LED lifetime @ 25°
LED

Driver

DCDC Special Polarizers Interface Operation Temp.

4 wire res. IPCT Standard High Brightness Ultra High Brightness Converter
Ultra Wide 

Viewing 
AR / LRF Transmissive 

Micro Reflective SSD1963 TTL RGB LVDS serial audio video 
interface eDP/MIPI -20 +70° -30 +85°

3.5 320 x 240 VGG322425 76,90 x 63,90 x 3,30 TN ● ● 350 / 10khrs 800 / 30khrs 1200 / 60khrs ○ ● ● ● ● ○ ● - - - ● ●

3.5 320 x 240 VGG322441 76,90 x 63,90 x 3,30 IPS *3 ● ● - 780 / 50khrs - ○ ● - - - ○ ● - - - ● -

4.3 480 x 272 VGG482709 105,50 x 67,20 x 3,10 TN ● ● - 650 / 60khrs 1200 / 60khrs ○ ● ● ● ● ● ● - - - ● ●

4.3 480 x 272 VGG482710 105,50 x 67,20 x 3,95 TN ● ● 500 / 10khrs - - - ● ● ● - - ● - - - ● -

4,3 800 x 480 VGG804830 105,50 x 67,20 x 3,10 IPS *3 ● ● - 810 / 60khrs - - - - - - - ● - - - ● -

4,3 800 x 480 VGG804830 125,50 x 67,20 x 8,15 IPS *3 ● ● - 810 / 60khrs - ● / - ● - - - - - ● *5 ● *7 ○ ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 3,40 TN ● ● 510 / 30khrs - - - ● ● ● ● ● ● - - ● ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 6,46 TN ● ● 510 / 30khrs - - ● / - ● ● ● ● - - ● *5 ● - ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 3,40 TN ● ● 500 / 60khrs - 1200 / 60khrs ○ ● ● ● ● ○ ● - - ● ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 6,46 TN ● ● 500 / 60khrs - 1200 / 60khrs  ● / - ● ● ● ● - - ● *5 ● *7 - ● -

5.7 320 x 240 VGG322404 167,00 x 109,00 x 8,90 TN ● ○ 350 / 40khrs - - ○ ● ● ● - ○ ● - - - ● -

5.7 320 x 240 VGG322426 144,00 x 104,60 x 13,00 TN ● ● 380 / 40khrs 700 / 50khrs 1200 / 50khrs ● ● ● ● - ● ● - - - ● -

5.7 640 x 480 VGG644804 144,00 x 104,60 x 13,00 TN ● ● 450 / 50khrs 900 / 50khrs 1800 / 60khrs ● ● ● ● - ○ ● ● *4 ● ● ● ●

6.5 800 x 480 VGG804811 155,20 x 89,40 x 5,50 TN ○ ● 500 / 20khrs - - ○ ○ - - - - ● - ○ ○ - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 5,70 TN ○ ● 400 / 20khrs - -  -  -  - ●  - - ● - - - - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 8,96 TN ● ● 400 / 20khrs - - ● ● - ● - ○ ● ● *5 ● *7 ● - ●

7.0 800 x 480 VGG804806 166,60 x 109,40 x 10,00 TN ● ● 500 / 40khrs 1000 / 50khrs 1750 / 50khrs ● ● ● ● - - ● ● *4 ● ● ● ●

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 3,50 TN ● ● 500 / 50khrs 1000 / 50khrs - - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 8,06 TN ○ ● 500 / 50khrs 1000 / 50khrs - ● / - ● - ● - - - ● *5 ● *7 ● ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 5,05 IPS ○ ● 500 / 50khrs - 1400 / 50khrs - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 9,61 IPS ○ ● 500 / 50khrs - 1400 / 50khrs ● / - ● - ● - - - ● *5 ● ● ● -

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 6,40 TN ● ● 450 / 20khrs 1000 / 50khrs - - - - ● - - ● - - - - -30+85°

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 9,46 TN ● ● 450 / 20khrs 1000 / 50khrs - ● / - ● - ● - - ● ● *5 ● *7 ● - -30+85°

8.0 800 x 600 VGG806003 183,00 x 141,00 x 5,60 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

8.4 800 x 600 VGG806004 199,50 x 149,00 x 9,75 TN ○ ● 600 / 50khrs - - ● ● - - - - - ● ● ● ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 6,20 HFFS *2 ○ ● 500 / 30khrs - - - - - - - - - ● - - ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 10,50 HFFS *2 ○ ● 500 / 30khrs - - ● / - ● - - - - - ● ● ● ● -

9.0 800 x 480 VGG804809 211,10 x 126,50 x 5,90 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 4,50 TN ○ ● 500 / 20khrs - - - - - - - - - ● - - ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 9,06 TN ○ ● 500 / 20khrs - - ● / - ● - - - - - ● *5 ● ● ● -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 2,50 AAS *1 ○ ● 550 / 60khrs - - - - - - - - - ● - - -10 +60° -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 5,80 AAS *1 ○ ● 550 / 60khrs - - ● / - ● - - - - - ● *5 ● *7 ● -10 +60° -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 4,80 IPS ○ ● 500 / 20khrs - 1200 / 50khrs - - - - - - - ● - - ● -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 9,06 IPS ○ ● 500 / 20khrs - 1200 / 50khrs ● / - ● - - - - - ● ● ● ● -

10.2 800 x 480 VGG804813 235,00 x 145,80 x 5,90 TN ● ● 350 / 20khrs - - ○ ○ - - - ○ ● ○ ○ ○ - -30 +85°

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 7,00 HFFS *2 ○ ● - 800 / 30khrs - - - - - - - - ● - - ● -

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 11,50 HFFS *2 ○ ● - 800 / 30khrs - ● / - ● - - - - - ● ● ● ● -

10.4 1024 x 768 VGG107603 238,60 x 175,80 x 7,50 MVA ○ ● 350 / 30khrs - - ● ● - - - - - ● ● ● ● -

12.1 1280 x 800 VGG128005 278,00 x 184,00 x 10,86 MVA ○ ● 350 / 50khrs - - ● ● - - - - - ● ● ● -10 +70° -

12.1 1024 x 768 VGG107606 279,00 x 209,00 x 12,00 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● ● -

12.3 1920 x 720 VGG197201 307,90 x 130,27 x 15,35 HFFS *2 ○ ● - 800 / 50khrs - ● / - ● / - - - - - - ● *6 ● / - ● / - - -30 +85°

15.0 1024 x 768 VGG107607 326,50 x 253,50 x 11,80 MVA ○ ● 440 / 70khrs - - ● ● - - - - - ● ● ● - ●

15.6 1366 x 768 VGG137601 363,80 x 215,98 x 12,65 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● -10 +60° -

Larger TFT sizes on request
-  not available     ● Feature available     ○ Feature available with NRE costs      *1 AAS ( Azimuthal Anchoring Switch ) technology provides viewing angles of 85° / 85° / 85° / 85°      *2 HFFS ( High performance Field Fringe Switching ) technology provides viewing angles of 85° / 85° / 85° / 85°      *3 IPS ( In-Plane Switching ) technology provides viewing angles of 80° / 80° / 80° / 80°    

EVERVISION Modular TFT Concept – Your request is our standard

EVERVISION prov ides a wide range of  mid and larger 

s ize TFT modules,  because of  the capabi l i t ies in cus-

tomized LCM business,  EVERVISION offer ’s the unique 

modular  TFT concept,  which a l lows the user to se lect 

h is ta i lored TFT module.  

 

S ince EVERVISION keeps the tools on the raw mater i -

a ls in most cases,  the min imum order quant i ty  of  300-

500 pcs can be offered which makes i t  su i table even 

for  smal l  and medium volume projects in the indus-

tr ia l ,  medical  or  other profess ional  market segments. 

Moreover a long product l i fet ime can be achieved by 

th is strategy.

Solut ions for  day l ight  appl icat ion,  long l i fe  LED 

backl ight  requi rements and specia l  touch panel 

technologies can be offered with focus on best 

cost /  per formance rat io. 

 

Besides the standard solut ions,  EVERVISION offers 

semi-customized TFT solut ions to meet specia l 

mechanica l  or  inter face requirements,  or  to rea l ize 

replacements of  d iscont inued TFT modules other 

manufacturer.  Depending on requirements for  cus-

tomizat ion,  min imum order quant i ty  is  300pcs to 

1kpcs per sh ipping lot  at  reasonable tool ing costs.

*4 Interface connector HIROSE DF19K-20P-1H      *5 Interface connector HIROSE DF19G-30P-1H      *6 Interface connector FAE-FI-RE51D-HF      *7 All-in-One serial audio video interface Board 

IPCT – Sizes and Features

Size inch Partnumber 
Outline Dimensions

(WxHxT) cm
Viewing Area 

cm
Active Area 

cm
Interface Remark

3.5 VIM03504-INB 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C rectangle FPC

3.5 VIM03505-INA 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C straight FPC

4.3 VIM04300-INB 104,90 x 66,70 x 1,55 99,70 x 57,76 95,95 x 54,80 I²C

5.0 VIM05000-INB 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 I²C

5.0 VIM05000-UNA 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 USB

5.7 VIM05702-INA 130,50 x 101,70 x 1,55 119,30 x 90,50 116,15 x 87,40 I²C

5.7 VIM05701-INA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 I²C

5.7 VIM05701-UNA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 USB

6.5 VIM06501-INA 155,20 x 89,40 x 1,55 146,20 x 79,50 144,43 x 77,70 I²C

7.0 VIM07006-INA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 I²C

7.0 VIM07006-UNA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 USB

7.0 VIM07007-INA 160,50 x 106,50 x 1,55 151,76 x 95,60 150,75 x 94,60 I²C

7.0 VIM07008-INA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07008-UNA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07009-INA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07009-UNA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07010-INA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07010-UNA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

8.0 VIM08003-INA 182,60 x 140,60 x 1,55 165,80 x 125,30 163,00 x 122,50 I²C 4:3 aspect

8.0 VIM08002-INA 192,40 x 116,50 x 1,55 181,10 x 104,40 177,47 x 100,36 I²C wide format

8.4 VIM08401-INA 184,50 x 147,55 x 1,55 173,50 x 131,40 171,34 x 128,80 I²C

8.8 VIM08801-INA 228,54 x 96,49 x 1,40 213,48 x 82,68 210,48 x 79,48 I²C stretch format

9.0 VIM09001-INA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 I²C

9.0 VIM09001-UNA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 USB

10.1 VIM10101-INA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 I²C

10.1 VIM10101-UNA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 USB

10.2 VIM10201-INA 234,50 x 145,30 x 1,55 225,30 x 135,70 223,06 x 133,47 I²C

10.25 VIM10300-INA 264,70 x 109,30 x 1,40 247,84 x 95,44 244,89 x 109,30 I²C stretch format

10.4 VIM10401-INA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 I²C

10.4 VIM10401-UNA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 USB

12.1 VIM12103-UNA 260,00 x 206,36 x 2,70 250,00 x 188,50 246,77 x 185,32 USB

12.1 VIM12105-UNA 277,50 x 183,50 x 2,70 265,12 x 167,20 262,25 x 164,20 USB

12.3 VIM12300-INA 307,40 x 129,50 x 2,70 296,03 x 113,51 292,97 x 110,51 I²C stretch format

15.0 VIM15005-UNA 325,50 x 252,50 x 2,70 308,40 x 232,30 305,23 x 229,00 USB

15.6 VIM15600-UNA 362,80 x 214,92 x 2,20 348,17 x 197,84 345,07 x 194,54 USB

17.0 VIM17002-UNA 357,50 x 295,50 x 2,20 342,35 x 275,00 338,85 x 271,34 USB

IPCT – Improved Projected Capacit ive Touchpanel

IPCT – Evaluat ion Tool

In  order to at tach a Cover Glass to the IPCT, the 

touch contro l ler  parameters need to get adjust-

ed. Also for  the use of  g loves,  by the new IPCT 

Evaluat ion Tool  the user now can def ine the ideal 

sett ings by onesel f  d i rect ly  f rom the notebook. 

Adjusted can be 12 parameters.

For mass product ion,  the new parameters can be 

t ransmit ted to your EVERVISION representat ive, 

so that  the IPCT comes f rom the factory a l ready 

programmed with the new adjustments.

All IPCT‘s coming with 10 touchpoint function and Chip-On-Flex structure

The IPCT l ine has found a h igh acceptance in the mar-

ket for  profess ional  appl icat ions,because i t  combines:

• the use of  wel l  ava i lab le ITO glass 

 instead of  cr i t ica l  ITO f i lm as sensor

• large vert ica l  range of  manufacture

• h igh y ie ld rate in product ion

• 300 pcs min imum order quant i ty

• customizat ion welcome 

The IPCT out l ines are compat ib le to res ist ive touch 

panel  so that  upgrades can be rea l ized without 

housing changes.

This technology a l lows to at tach a customized 

Cover Glass  to the IPCT. Glass th icknesses up 

to 8.0 mm are possib le and can be cost-effect ive 

bonded by tape or for  best per formance by 

Optical  Bonding . 

Sunl ight Readable TFT Display

Everv is ion has developed di fferent d isplays wi th except ional  br ight-

ness up to 1800  cd/m²,  which enables splendid screen display even 

under sunl ight .

The long-term avai labi l i ty  and long l i fe  LED backl ights (up to 60khrs 

backl ight  l i fet ime typ. )  meet ing the requirements for  industr ia l  ap-

pl icat ions.  By us ing Ul t ra W ide V iew (UWV) or  IPS technology with 

extremely wide v iewing angles of  85°/85°/85°/85° into a l l  d i rect ions, 

the f lex ib le insta l lat ion without color  invers ion is  possib le.
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Cert i f icat ions

Without Low reflective Film 

With Low reflective Film 

5,7“ 640 x 480

4.3“ 480 x 272 + IPCT

5.0“ 800 x 480 + Ultra Wide Viewing
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All- in-One  ser ial  audio video interface  Board

In  order to opt imize development costs and “T ime 

to Market”  per iod,  Everv is ion has developed the 

ser ia l  audio v ideo inter face Al l - in-One Display 

product l ine.  This l ine is  ava i lab le for  s izes of  4.3”, 

5”,  7”,  8”,  9” and 10.1” wi th opt ion for  IPCT 

Touchpanel  wi th USB Inter face. 

The modules coming with connector for  min i 

ser ia l  audio v ideo inter face,  min i  USB and 

DC Connector.  The integrated backl ight 

dr iver  can be dimmed by PWM input s ignal .

Bar Type TFT Display

EVERVISION has enlarged i ts  d isplay port fo l io by three 

new Bar-Type TFT Displays wi th s izes of  8.8”,  10.25” 

and 12.3”.  The displays coming with HFFS Ult ra W ide 

V iew Technology and 85°/85°/ 85°/ 85° v iewing angles.  

The operat ing temperature ranges f rom - 30°C to 

+ 85°C (wi thout Touch) .

As opt ion the d isplay can come ex factory wi th pro jected 

capaci t ive touch panel  ( IPCT) and LVDS or ser ia l  audio 

v ideo inter face boards.  The LVDS board inc ludes the 

LED backl ight  dr iver  wi th PWM dim funct ion.

Low Reflect ive Fi lm

EVERVISION introduces the Low Ref lect ive F i lm (LRF )  technology 

that  upgrade’s the opt ica l  per formance of  a l l  standard TFT dis-

plays up to s ize of  8.0“ in the EVERVISION’s port fo l io. 

This technology min imizes ref lect ions at  day l ight  condi t ion be-

tween the TFT display sur face and the capaci t ive touch panel .  

S ince th is wi l l  be achieved by us ing f i lms, the LRF technology 

stands for  a good cost effect ive compromise between standard 

tape bonding and expensive ly opt ica l  bonding. 

Applicat ion
examples

LRF

LRF

EVERVISION ELECTRONICS LTD.,  founded in

1998, is  a specia l ized manufacturer  for  TFT

modules and pro jected capaci t ive touch pan-

els,  which we cal l  IPCT.

Moreover we are developing and manufactur ing

inter face dr ive boards and e lectronic c i rcu i ts

around the d isplay product according to cus-

tomer requirements.

The TFT port fo l io covers s izes f rom 3.5” to

15.6”,  as for  the IPCT 3.5” to 17.0”.

Furthermore EVERVISION has 20 years strong

expert ise avai lable for  customized Mono LCD

and LCM business,  which inc ludes technolo-

gies l ike TN, HTN, STN, FSTN, FFSTN, ASTN

and VA (  Vert ica l  A l ignment )  technology.

Our Kunshan factory in main land China stands for  f lex ib le

product ion capaci t ies and processes,  to fu l f i l l  the needs

and quant i t ies for  profess ional  appl icat ions.  500 h ighly

sk i l led employees work ing at  three locat ions in Taiwan

and Main land China.

In 2006, EVERVISION establ ished the German branch off ice

and warehouse, and setup a network of  pan-European dis-

t r ibutors,  offer ing local  support  and logist ic serv ice.

Everv is ion holds the fo l lowing cert i f icat ions:

TFT Module and IPCT Touchpanel :

ISO9001, ISO14001

Mono LCD and LCM:

ISO9001, ISO14001, IATF16949

Company Prof i le

7.0“ IPCT + Cover Glass

EVERVISION Modular TFT Concept – Sizes and Features

Size
inch

Number
of Dots

Serie Name
Outline Dimensions
Basic Type without

Touchpanel (WxHxT) cm

Techno-
logy

Touch Panel Option Brightness Types ( nits / typ. ) / LED lifetime @ 25°
LED

Driver

DCDC Special Polarizers Interface Operation Temp.

4 wire res. IPCT Standard High Brightness Ultra High Brightness Converter
Ultra Wide

Viewing
AR / LRF Transmissive

Micro Reflective SSD1963 TTL RGB LVDS serial audio video
interface eDP/MIPI -20 +70° -30 +85°

3.5 320 x 240 VGG322425 76,90 x 63,90 x 3,30 TN ● ● 350 / 10khrs 800 / 30khrs 1200 / 60khrs ○ ● ● ● ● ○ ● - - - ● ●

3.5 320 x 240 VGG322441 76,90 x 63,90 x 3,30 IPS *3 ● ● - 780 / 50khrs - ○ ● - - - ○ ● - - - ● -

4.3 480 x 272 VGG482709 105,50 x 67,20 x 3,10 TN ● ● - 650 / 60khrs 1200 / 60khrs ○ ● ● ● ● ● ● - - - ● ●

4.3 480 x 272 VGG482710 105,50 x 67,20 x 3,95 TN ● ● 500 / 10khrs - - - ● ● ● - - ● - - - ● -

4,3 800 x 480 VGG804830 105,50 x 67,20 x 3,10 IPS *3 ● ● - 810 / 60khrs - - - - - - - ● - - - ● -

4,3 800 x 480 VGG804830 125,50 x 67,20 x 8,15 IPS *3 ● ● - 810 / 60khrs - ● / - ● - - - - - ● *5 ● *7 ○ ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 3,40 TN ● ● 510 / 30khrs - - - ● ● ● ● ● ● - - ● ● -

5.0 800 x 480 VGG804807 118,50 x 77,55 x 6,46 TN ● ● 510 / 30khrs - - ● / - ● ● ● ● - - ● *5 ● - ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 3,40 TN ● ● 500 / 60khrs - 1200 / 60khrs ○ ● ● ● ● ○ ● - - ● ● -

5.0 800 x 480 VGG804821 118,50 x 77,55 x 6,46 TN ● ● 500 / 60khrs - 1200 / 60khrs  ● / - ● ● ● ● - - ● *5 ● *7 - ● -

5.7 320 x 240 VGG322404 167,00 x 109,00 x 8,90 TN ● ○ 350 / 40khrs - - ○ ● ● ● - ○ ● - - - ● -

5.7 320 x 240 VGG322426 144,00 x 104,60 x 13,00 TN ● ● 380 / 40khrs 700 / 50khrs 1200 / 50khrs ● ● ● ● - ● ● - - - ● -

5.7 640 x 480 VGG644804 144,00 x 104,60 x 13,00 TN ● ● 450 / 50khrs 900 / 50khrs 1800 / 60khrs ● ● ● ● - ○ ● ● *4 ● ● ● ●

6.5 800 x 480 VGG804811 155,20 x 89,40 x 5,50 TN ○ ● 500 / 20khrs - - ○ ○ - - - - ● - ○ ○ - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 5,70 TN ○ ● 400 / 20khrs - -  -  -  - ●  - - ● - - - - -30 +85°

7.0 800 x 480 VGG804818 164,90 x 100,00 x 8,96 TN ● ● 400 / 20khrs - - ● ● - ● - ○ ● ● *5 ● *7 ● - ●

7.0 800 x 480 VGG804806 166,60 x 109,40 x 10,00 TN ● ● 500 / 40khrs 1000 / 50khrs 1750 / 50khrs ● ● ● ● - - ● ● *4 ● ● ● ●

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 3,50 TN ● ● 500 / 50khrs 1000 / 50khrs - - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG106004 165,00 x 104,00 x 8,06 TN ○ ● 500 / 50khrs 1000 / 50khrs - ● / - ● - ● - - - ● *5 ● *7 ● ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 5,05 IPS ○ ● 500 / 50khrs - 1400 / 50khrs - - - ● - - - ● - - ● -

7.0 1024 x 600 VGG1060-07 /-09 165,00 x 104,00 x 9,61 IPS ○ ● 500 / 50khrs - 1400 / 50khrs ● / - ● - ● - - - ● *5 ● ● ● -

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 6,40 TN ● ● 450 / 20khrs 1000 / 50khrs - - - - ● - - ● - - - - -30+85°

8.0 800 x 480 VGG8048-12 /-23 192,80 x 116,90 x 9,46 TN ● ● 450 / 20khrs 1000 / 50khrs - ● / - ● - ● - - ● ● *5 ● *7 ● - -30+85°

8.0 800 x 600 VGG806003 183,00 x 141,00 x 5,60 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

8.4 800 x 600 VGG806004 199,50 x 149,00 x 9,75 TN ○ ● 600 / 50khrs - - ● ● - - - - - ● ● ● ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 6,20 HFFS *2 ○ ● 500 / 30khrs - - - - - - - - - ● - - ● -

8.8 1280 x 480 VGG124802 229,60 x 97,30 x 10,50 HFFS *2 ○ ● 500 / 30khrs - - ● / - ● - - - - - ● ● ● ● -

9.0 800 x 480 VGG804809 211,10 x 126,50 x 5,90 TN ● ● 250 / 20khrs - - ○ ○ - - - - ● ○ ○ ○ ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 4,50 TN ○ ● 500 / 20khrs - - - - - - - - - ● - - ● -

10.1 1024 x 600 VGG106002 235,00 x 143,00 x 9,06 TN ○ ● 500 / 20khrs - - ● / - ● - - - - - ● *5 ● ● ● -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 2,50 AAS *1 ○ ● 550 / 60khrs - - - - - - - - - ● - - -10 +60° -

10.1 1280 x 800 VGG128004 229,46 x 149,10 x 5,80 AAS *1 ○ ● 550 / 60khrs - - ● / - ● - - - - - ● *5 ● *7 ● -10 +60° -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 4,80 IPS ○ ● 500 / 20khrs - 1200 / 50khrs - - - - - - - ● - - ● -

10.1 1280 x 800 VGG1280-06 /-10 229,46 x 149,10 x 9,06 IPS ○ ● 500 / 20khrs - 1200 / 50khrs ● / - ● - - - - - ● ● ● ● -

10.2 800 x 480 VGG804813 235,00 x 145,80 x 5,90 TN ● ● 350 / 20khrs - - ○ ○ - - - ○ ● ○ ○ ○ - -30 +85°

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 7,00 HFFS *2 ○ ● - 800 / 30khrs - - - - - - - - ● - - ● -

10.25 1280 x 480 VGG124801 265,20 x 109,80 x 11,50 HFFS *2 ○ ● - 800 / 30khrs - ● / - ● - - - - - ● ● ● ● -

10.4 1024 x 768 VGG107603 238,60 x 175,80 x 7,50 MVA ○ ● 350 / 30khrs - - ● ● - - - - - ● ● ● ● -

12.1 1280 x 800 VGG128005 278,00 x 184,00 x 10,86 MVA ○ ● 350 / 50khrs - - ● ● - - - - - ● ● ● -10 +70° -

12.1 1024 x 768 VGG107606 279,00 x 209,00 x 12,00 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● ● -

12.3 1920 x 720 VGG197201 307,90 x 130,27 x 15,35 HFFS *2 ○ ● - 800 / 50khrs - ● / - ● / - - - - - - ● *6 ● / - ● / - - -30 +85°

15.0 1024 x 768 VGG107607 326,50 x 253,50 x 11,80 MVA ○ ● 440 / 70khrs - - ● ● - - - - - ● ● ● - ●

15.6 1366 x 768 VGG137601 363,80 x 215,98 x 12,65 TN ○ ● 440 / 50khrs - - ● ● - - - - - ● ● ● -10 +60° -

Larger TFT sizes on request
-  not available     ● Feature available     ○ Feature available with NRE costs      *1 AAS ( Azimuthal Anchoring Switch ) technology provides viewing angles of 85° / 85° / 85° / 85°      *2 HFFS ( High performance Field Fringe Switching ) technology provides viewing angles of 85° / 85° / 85° / 85°      *3 IPS ( In-Plane Switching ) technology provides viewing angles of 80° / 80° / 80° / 80° 

EVERVISION Modular TFT Concept – Your request is our standard

EVERVISION prov ides a wide range of  mid and larger

s ize TFT modules,  because of  the capabi l i t ies in cus-

tomized LCM business,  EVERVISION offer ’s the unique

modular  TFT concept,  which a l lows the user to se lect

h is ta i lored TFT module.

Since EVERVISION keeps the tools on the raw mater i -

a ls in most cases,  the min imum order quant i ty  of  300-

500 pcs can be offered which makes i t  su i table even

for smal l  and medium volume projects in the indus-

tr ia l ,  medical  or  other profess ional  market segments.

Moreover a long product l i fet ime can be achieved by

th is strategy.

Solut ions for  day l ight  appl icat ion,  long l i fe  LED

backl ight  requi rements and specia l  touch panel

technologies can be offered with focus on best

cost /  per formance rat io.

Besides the standard solut ions,  EVERVISION offers

semi-customized TFT solut ions to meet specia l

mechanica l  or  inter face requirements,  or  to rea l ize

replacements of  d iscont inued TFT modules other

manufacturer.  Depending on requirements for  cus-

tomizat ion,  min imum order quant i ty  is  300pcs to

1kpcs per sh ipping lot  at  reasonable tool ing costs.

*4 Interface connector HIROSE DF19K-20P-1H      *5 Interface connector HIROSE DF19G-30P-1H      *6 Interface connector FAE-FI-RE51D-HF      *7 All-in-One serial audio video interface Board 

IPCT – Sizes and Features

Size inch Partnumber
Outline Dimensions

(WxHxT) cm
Viewing Area

cm
Active Area

cm
Interface Remark

3.5 VIM03504-INB 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C rectangle FPC

3.5 VIM03505-INA 76,40 x 63,40 x 1,55 73,40 x 55,90 71,10 x 54,31 I²C straight FPC

4.3 VIM04300-INB 104,90 x 66,70 x 1,55 99,70 x 57,76 95,95 x 54,80 I²C

5.0 VIM05000-INB 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 I²C

5.0 VIM05000-UNA 117,70 x 76,75 x 1,55 110,40 x 67,20 108,85 x 65,80 USB

5.7 VIM05702-INA 130,50 x 101,70 x 1,55 119,30 x 90,50 116,15 x 87,40 I²C

5.7 VIM05701-INA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 I²C

5.7 VIM05701-UNA 132,15 x 102,70 x 1,55 119,30 x 90,50 116,20 x 87,40 USB

6.5 VIM06501-INA 155,20 x 89,40 x 1,55 146,20 x 79,50 144,43 x 77,70 I²C

7.0 VIM07006-INA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 I²C

7.0 VIM07006-UNA 166,20 x 109,00 x 1,55 155,50 x 94,50 153,40 x 92,44 USB

7.0 VIM07007-INA 160,50 x 106,50 x 1,55 151,76 x 95,60 150,75 x 94,60 I²C

7.0 VIM07008-INA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07008-UNA 164,40 x 99,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07009-INA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07009-UNA 165,15 x 104,80 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

7.0 VIM07010-INA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 I²C

7.0 VIM07010-UNA 164,50 x 103,50 x 1,55 156,70 x 89,10 155,19 x 86,92 USB

8.0 VIM08003-INA 182,60 x 140,60 x 1,55 165,80 x 125,30 163,00 x 122,50 I²C 4:3 aspect

8.0 VIM08002-INA 192,40 x 116,50 x 1,55 181,10 x 104,40 177,47 x 100,36 I²C wide format

8.4 VIM08401-INA 184,50 x 147,55 x 1,55 173,50 x 131,40 171,34 x 128,80 I²C

8.8 VIM08801-INA 228,54 x 96,49 x 1,40 213,48 x 82,68 210,48 x 79,48 I²C stretch format

9.0 VIM09001-INA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 I²C

9.0 VIM09001-UNA 210,60 x 126,00 x 1,55 201,60 x 115,50 198,99 x 112,70 USB

10.1 VIM10101-INA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 I²C

10.1 VIM10101-UNA 228,96 x 148,60 x 1,55 220,46 x 139,10 217,90 x 136,60 USB

10.2 VIM10201-INA 234,50 x 145,30 x 1,55 225,30 x 135,70 223,06 x 133,47 I²C

10.25 VIM10300-INA 264,70 x 109,30 x 1,40 247,84 x 95,44 244,89 x 109,30 I²C stretch format

10.4 VIM10401-INA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 I²C

10.4 VIM10401-UNA 225,80 x 172,20 x 2,35 155,50 x 172,70 212,05 x 159,40 USB

12.1 VIM12103-UNA 260,00 x 206,36 x 2,70 250,00 x 188,50 246,77 x 185,32 USB

12.1 VIM12105-UNA 277,50 x 183,50 x 2,70 265,12 x 167,20 262,25 x 164,20 USB

12.3 VIM12300-INA 307,40 x 129,50 x 2,70 296,03 x 113,51 292,97 x 110,51 I²C stretch format

15.0 VIM15005-UNA 325,50 x 252,50 x 2,70 308,40 x 232,30 305,23 x 229,00 USB

15.6 VIM15600-UNA 362,80 x 214,92 x 2,20 348,17 x 197,84 345,07 x 194,54 USB

17.0 VIM17002-UNA 357,50 x 295,50 x 2,20 342,35 x 275,00 338,85 x 271,34 USB

IPCT – Improved Projected Capacit ive Touchpanel

IPCT – Evaluat ion Tool

In  order to at tach a Cover Glass to the IPCT, the

touch contro l ler  parameters need to get adjust-

ed. Also for  the use of  g loves,  by the new IPCT

Evaluat ion Tool  the user now can def ine the ideal

sett ings by onesel f  d i rect ly  f rom the notebook.

Adjusted can be 12 parameters.

For mass product ion,  the new parameters can be

transmit ted to your EVERVISION representat ive,

so that  the IPCT comes f rom the factory a l ready

programmed with the new adjustments.

All IPCT‘s coming with 10 touchpoint function and Chip-On-Flex structure

The IPCT l ine has found a h igh acceptance in the mar-

ket for  profess ional  appl icat ions,because i t  combines:

• the use of  wel l  ava i lab le ITO glass

instead of  cr i t ica l  ITO f i lm as sensor

• large vert ica l  range of  manufacture

• high y ie ld rate in product ion

• 300 pcs min imum order quant i ty

• customizat ion welcome

The IPCT out l ines are compat ib le to res ist ive touch

panel  so that  upgrades can be rea l ized without

housing changes.

This technology a l lows to at tach a customized

Cover Glass  to the IPCT. Glass th icknesses up

to 8.0 mm are possib le and can be cost-effect ive

bonded by tape or for  best per formance by

Optical  Bonding . 

Sunl ight Readable TFT Display

Everv is ion has developed di fferent d isplays wi th except ional  br ight-

ness up to 1800  cd/m²,  which enables splendid screen display even

under sunl ight .

The long-term avai labi l i ty  and long l i fe  LED backl ights (up to 60khrs

backl ight  l i fet ime typ. )  meet ing the requirements for  industr ia l  ap-

pl icat ions.  By us ing Ul t ra W ide V iew (UWV) or  IPS technology with

extremely wide v iewing angles of  85°/85°/85°/85° into a l l  d i rect ions,

the f lex ib le insta l lat ion without color  invers ion is  possib le.
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Cert i f icat ions

Without Low reflective Film 

With Low reflective Film 

5,7“ 640 x 480

4.3“ 480 x 272 + IPCT

5.0“ 800 x 480 + Ultra Wide Viewing

CATERING EQUIPMENTS

INDUSTRIAL AUTOMATION

NAUTIC

TRANSPORTATION

AVIATION

ACCESS CONTROL

CONSTRUCTION

TICKET VALIDATOR

MEDICAL

HOME AUTOMATION POINT OF SALES

All- in-One HDMI Board

In  order to opt imize development costs and “T ime

to Market”  per iod,  Everv is ion has developed the

ser ia l  audio v ideo inter face Al l - in-One Display

product l ine.  This l ine is  ava i lab le for  s izes of  4.3”,

5”,  7”,  8”,  9” and 10.1” wi th opt ion for  IPCT

Touchpanel  wi th USB Inter face.

The modules coming with connector for  min i

ser ia l  audio v ideo inter face,  min i  USB and

DC Connector.  The integrated backl ight

dr iver  can be dimmed by PWM input s ignal .

Bar Type TFT Display

EVERVISION has enlarged i ts  d isplay port fo l io by three

new Bar-Type TFT Displays wi th s izes of  8.8”,  10.25”

and 12.3”.  The displays coming with HFFS Ult ra W ide

View Technology and 85°/85°/ 85°/ 85° v iewing angles.

The operat ing temperature ranges f rom - 30°C to

+ 85°C (wi thout Touch) .

As opt ion the d isplay can come ex factory wi th pro jected

capaci t ive touch panel  ( IPCT) and LVDS or ser ia l  audio

v ideo inter face inter face boards.  The LVDS board in-

c ludes the LED backl ight  dr iver  wi th PWM dim funct ion.

Low Reflect ive Fi lm

EVERVISION introduces the Low Ref lect ive F i lm (LRF )  technology

that upgrade’s the opt ica l  per formance of  a l l  standard TFT dis-

plays up to s ize of  8.0“ in the EVERVISION’s port fo l io.

This technology min imizes ref lect ions at  day l ight  condi t ion be-

tween the TFT display sur face and the capaci t ive touch panel .

S ince th is wi l l  be achieved by us ing f i lms, the LRF technology

stands for  a good cost effect ive compromise between standard

tape bonding and expensive ly opt ica l  bonding.

Applicat ion 
examples

LRF

LRF

EVERVISION ELECTRONICS LTD.,  founded in

1998, is  a specia l ized manufacturer  for  TFT

modules and pro jected capaci t ive touch pan-

els,  which we cal l  IPCT.

Moreover we are developing and manufactur ing

inter face dr ive boards and e lectronic c i rcu i ts

around the d isplay product according to cus-

tomer requirements.

The TFT port fo l io covers s izes f rom 3.5” to

15.6”,  as for  the IPCT 3.5” to 17.0”.

Furthermore EVERVISION has 20 years strong

expert ise avai lable for  customized Mono LCD

and LCM business,  which inc ludes technolo-

gies l ike TN, HTN, STN, FSTN, FFSTN, ASTN

and VA (  Vert ica l  A l ignment )  technology.

Our Kunshan factory in main land China stands for  f lex ib le

product ion capaci t ies and processes,  to fu l f i l l  the needs

and quant i t ies for  profess ional  appl icat ions.  500 h ighly

sk i l led employees work ing at  three locat ions in Taiwan

and Main land China.

In 2006, EVERVISION establ ished the German branch off ice

and warehouse, and setup a network of  pan-European dis-

t r ibutors,  offer ing local  support  and logist ic serv ice.

Everv is ion holds the fo l lowing cert i f icat ions:

TFT Module and IPCT Touchpanel :

ISO9001, ISO14001

Mono LCD and LCM:

ISO9001, ISO14001, IATF16949

Company Prof i le

Talhofstr. 32
82205 Gilching
Germany

Phone    +49 (0)8105 73403-0
Mail        info@display-solution.com
Web        www.display-solution.com




